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SSPPEECCIIFFIICCAATTIIOONNSS::

Input Voltage        12 Volt DC

Power Consumption        5 Watts/ sq. ft.

Wire Length        36”, with a Female Connector

Light Source        SMD2835 LED on the Entire Back, 2800 Lumen, with 50,000 hrs. Life Time

Connector         Standard male-female DC Connection, Coming Out from the Back or the Edge

Certification        CSA/UL (258420)

Color Temperature        6000K

Mounting        Hanging / Wall Mount

Operating Temperature  -30 °C (-22 °F) ~ +40 °C (+104 °F)

Environment       Dry location only

Face Material       Fabric

Frame Material & Color Anodized Silver, Black, White, or Custom Colors

Frame Depth       3 Inches

SSLLIIMM  FFAABBRRIICC  LLIIGGHHTT  BBOOXX,,  BBAACCKKLLIITT,,  33””  
PPRROOFFIILLEE SSLLBB..5511

CSA/UL Listed

Available in Custom Sizes, 48” X 96”. Contact Us for Larger Sizes.

Slim and Super Bright

Easy to Change Fabric Print

Even and Consistent Illumination Achieved by Backlit LEDs

Energy Saving and Maintenance Free

UL Approved, Class 2 Power Supply

Advanced 3-year Warranty

2800 Average Lux

AACCCCEESSSSOORRIIEESS::

Plug-In Power Supply  12V DC, 6A, 72W, UL Class 2 Listed

Internal Dimmer        12V DC, 6A, 72W, UL Class 2 ListedComes with a Remote Control


