
Anodized aluminium luminaire for indoor suspension mount with high-efficiency 24V LED 

circuit of 120 LED/m, 3000K and CRI up to 90. Power consumption is 19W/m with lumen 

output of 1800 lm/m and energy efficiency of 95lm/W. IP20. Total weight 0,28kg/m. 

The profile comes wired, assembled, and ready for installation. Acces-sories, suspension 

cables, and remote 24V IP67 SELV II driver are included.

Q39S-BE

Polycarbonate and anodized aluminium

Ta min -20°C / Ta max + 50 °C

GENERAL INFORMATION:

Q39S-BE CEILING SUSPENSION Q39S-
BE-(AA)-(BB)-(CC)-(DD)-(HH)

FINISH OPTIONS(DD):
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Matte black

Matte White Anodised aluminium 

Polished Chrome

CUSTOM RAL FINISHES ON REQUEST*

Black 
Bronze 
Brushed Satin Gold 
Copper Leaf 
Corten 
Gold 24KR   
Polished Chrome
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DIMENSIONS:

PRODUCT CODE: 

MATERIAL:       

USING TEMPERATURE:

DIMMING(BB):

01.

02.

Non-dimmable

0-10V Dimmable

LIGHTING CONTROL TYPE(CC):

01.

02.

Down Only

Up and Down

 Linear  Corner

Accessories : 

- End Cap
- Suspension KIT

INSTALLATION CONFIGURATIONS:

FABRICATED METAL HOUSING WITH GALVANIC FINISHING:



Q39S-BE CEILING SUSPENSION 
Q39S-BE-(AA)-(BB)-(CC)-(DD)-(HH)

LIGHTING CONFIGURATIONS (HH):
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HOW TO ORDER:

 Profile Code: Circuit Code: Power

Watt/mt
Power

Watt / ft

Lumen output

lm/m
Lumen output

lm/ft
Optic CRI Colour Temperature ( K )

PR-Q39S SOI120P 10W/m 3 W/ft
750
850
950

230
260
290

120° > 9 0
3000 K
4000 K
6000K 

PR-Q39S SOZ60P 14W/m 4,3W/ft
1300
1400
1500

396
427
457

120° > 9 0
3000 K
4000 K
6000 K

PR-Q39S SOZPRGB 14W/m 4,3W/ft NA NA 120° NA RGB

PR-Q39S SOE120P 19W/m 5,8W/ft
1800
2000
2400

550
610
730

120° > 9 0

3000 K
4000 K
6000 K

PR-Q39S SOW126P 22W/m 6,8W/ft
2200
2400
2600

670
730
793

120° > 9 0

3000 K
4000 K
6000 K

PR-Q39S-BE max 32W/m 9,8W/ft
2200/750
2400/850
2600/950

670/230
730/260
793/290

120°/120° > 90/  >902x SO code
3000 K/3000K-4000K-6000K 
4000 K/3000K-4000K-6000K 
6000      K/3000K-4000K-6000K

PRODUCT CODE

NEEDED LENGTH(AA)

DIMMING(BB)

LIGHTING CONTROL TYPE(CC):

FINISH OPTION(DD):

LIGHTING CONFIGURATIONS (HH): down

up*( for Dual Control):

ACCESSORIES: endcups qty

suspension kit qty

IP20 0,85 Kg/m
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