
KETAMINA S1800

CONSTRUCTIVE & DIMENSIONAL:

Application field:       

Construction material: 

Length [mm]

Width [mm]
Height / Projection [mm]

Assymetric lines converge to form an elegant suspension fixture 

Rigid baydur polyurethane

1800mm(70.86")

220mm(8.66")

200mm(7,87")

ELECTRICAL FOR MODEL:

  1 x 65.6 W LED 3000 K CRI>90   1 x 8096 lm 
88.18
72.89 W
110-277 V - 50/60 Hz
2
1
Integral
Electronic
Dimmable upon request
Not available
-20 °C ÷ +35 °C

LL0150.NAXX300EN
01566

External screws:  

OPTICAL:

Beam angle [°] Light 

distribution Beam 

directionability  

Diffuser material 

Diffuser finish 

103°

Other

Fixed optics

Tempered glass 

Transparent - extra clear 

Description
Luminaire efficiency [lm/W]
Fixture consumption
Operation Range
Number of heads
Number of circuits
Driver positioning
Control gear type
Dimmer type
Emergency
Ambient temperature operating range 
[°C]

ELECTRICAL FOR MODEL:

1 x 4 W LED 4000 K CRI>90   1 x 475 lm 
61.44
5.33 W
110-277 V - 50/60 Hz
1
1
Integral
Electronic
Dimmable upon request
Not available
-20 °C ÷ +35 °C

LL0150.NAXX400EN
01566.41.A

Description
Luminaire efficiency [lm/W]
Fixture consumption
Operation Range
Number of heads
Number of circuits
Driver positioning
Control gear type
Dimmer type
Emergency
Ambient temperature operating range 
[°C]

103°

991 South Gull Lake Dr
Richland, MI 49083
USA

g@gordonbullard.com
www.byiba.com
1-877-964-4646

LIGHTING SOURCE LL0150.NAXX300UN

Light source:  
Type of bulb or LED
Light source [W]
Nominal LED emission [Lm]
Color temperature
Color rendering index
LED voltage range [V]
Courrent
Luminaire emission [lm]
LED / Bulb

LED
LED module
4 W
440 lm or 475 lm 
3000K or 4000K 
CRI>90
12V
350 mA
1 x 304 or 1 x 328 
Included



FINISH CODE:

KETAMINA S1800

 .01 White (matt)

Standard Colors

103°

991 South Gull Lake Dr
Richland, MI 49083
USA

g@gordonbullard.com
www.byiba.com
1-877-964-4646

LIGHTING SOURCE LL0150.NAXX300EN
01566

Light source
Type of bulb or LED
Light source [W]
Nominal LED emission [Lm]
Color temperature
Color rendering index
Binning
LED voltage range [V]
Courrent
Color rendering index
Luminaire emission [lm]
LED / Bulb

LIGHTING SOURCE LL0150.NAXX400EN
01566.41.A

Light source
Type of bulb or LED
Light source [W]
Nominal LED emission [Lm]
Color temperature
Color rendering index
Binning
LED voltage range [V]
Courrent
Color rendering index
Luminaire emission [lm]
LED / Bulb

LIGHTING SOURCE LL0150.NAXX300UN

Light source
Type of bulb or LED
Light source [W]
Nominal LED emission [Lm]
Color temperature
Color rendering index
Binning
LED voltage range [V]
Courrent
Color rendering index
Luminaire emission [lm]
LED / Bulb

LED
LED
65.6 W
8096 lm
3000 K
CRI>90
Step MacAdam 3
24V
350 mA
CRI>90
1 x 6427
Included

LED
LED
65.6 W
9208 lm
4000 K
CRI>90
Step MacAdam 3
24V
350 mA
CRI>90
1 x 7310
Included

LED
LED
65.6 W
8096lm
4000 K
CRI>90
Step MacAdam 3
24V
350 mA
CRI>90
1 x6427
Included
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