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K lm IN lm OUT W Ø Kg m3  cod. ELE

3000 3740 1859 22 600 7.7 0.038 98363WW0600E0B

4000 3960 1963 22 600 7.7 0.038 98363NW0600E0B

3000 6120 3042 36 900 10.4 0.081 98363WW0900E0B

4000 6480 3212 36 900 10.4 0.081 98363NW0900E0B

3000 8160 4056 48 1200 14.5 0.141 98363WW1200E0B

4000 8640 4283 48 1200 14.5 0.141 98363NW1200E0B

Mounting

Suspended fitting

Body

in extruded aluminium, painted with
SOLVENT FREE, epoxy polyester powders, ther-mosetting 
at 180°C, after phosphate treatment.

STABILIZED MOSS

No maintenance needed. Keep away from direct 
sunlight. Do not install in rooms with humidity lower than 
40%.

TOTAL BACTERIAL CHARGE CBT

UNI EN ISO 4833-1

< 10 ufg/g - absent

FIRE REACTION 

CLASS Ist

Light emission

Direct

Symmetric

Optical device

Opal methacrylate (PMMA) diffuser 

Light source

CRI > 80

Color tollerance: 3 Step MacAdam

Lifetime 50000 hrs (L80B20)

Wiring

Class Ist

Feeding 110-277V Ac 50-60 Hz

Perfomance data

Protection rate: IP20

Normatives

EN 60598-1

EN 60598-2-1

Photobiological safety

EN 62471

IEC/TR 62778

Exempt risk – GR 0

UPON REQUEST VERSIONS

DALI dimmable electronic ballast

LED CRI > 90

Finishes
golden foil

corten

Colors RAL code
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VECTOR ROUND MOSS 9836 OP

golden 
foil corten RAL

IP
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3

CRI
>80 80000 GR - 0

991 South Gull Lake Dr
Richland, MI 49083
USA

sales@gordonbullard.com 
www.byiba.com

1-877-964-4646




