
FLUSH LED BOLTS

GENERAL INFORMATION:

Yes

1W and 3W : IP68 fully waterproof / submersible

Yes

12 VDC

Below 45C

Aluminum 1W: 22AWG red/black zip cord 

Stainless Steel 3W: 22AWG 2-core Marine Grade

1 meter (3.3 feet)

1W:  Aluminum

3W:   Stainless Steel

PMMA

With Lens : 60 degree 

Without Lens: 180 degree

Dimmable: 

IP Rating:       

Polarity Sensitive:              

Operating Voltage Range: 

Heat Dissipation:

Wire Gauge: 

Wire Length:

Housing: 

Lens: 

Beam Angle:
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ALUMINUM 1W VERSION:

SIZE LED Color CCT(K)/Wavelength(nm)   Lumen(lm)      Current @ 12VDC (mA)

11mm -3W 

11mm -3W 

11mm -3W 

11mm -3W 

11mm -3W 

11mm -3W 

11mm -3W 

Cool White

Warm White  

Red 

Green 

Blue 

Amber 

UV 

9000K+ 

3000-3200K 

625 

525 

470 

595 

9000K+ 

6000-6500K 

3000-3200K 

625 

525 

470 

595 

410 

76

80

31

79

12

20

0.3

18 

18 

18 

18 

18 

18

37

37

37

37

37

37

37

75

PREMIUM STAINLESS STEEL (3W) VERSION:
SIZE LED Color CCT(K)/Wavelength(nm)   Lumen(lm)      Current @ 12VDC (mA)

6mm

6mm

6mm 

6mm 

6mm 

6mm   

11mm/16mm

11mm  

11mm/16mm

11mm/16mm 

11mm/16mm 

11mm/16mm 

11mm/16mm 

11mm/16mm  

Cool White

Warm White  

Red 

Green 

Blue 

Amber 

Cool White 

Neutral White 

Warm White 

Red 

Green 

Blue 

Amber 

UV 

9000K+ 

3700-3900K 

625 

525 

470 

595 

410 

5 

6 

3 

6 

1 

2 

33

37

34

12

25

4

10

0.2

62    

56    

82    

45    

56    

70    

69

HOW TO ORDER:

VERSION + SIZE + LED COLOR

For Example:   1W/6MM/GREEN




