
FRONT VIEW

Ø7.00
[0.276]

SIDE VIEW

A

PRODUCT NAME:
Flush Mount LED Bolt
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REVISION:
G

ISOMETRIC VIEW Operating Voltage: DC 12V
Maximum Power Consumption: 18 mA (0.2W)

Net Weight: 7g
Heat Dissipation: Below 45 ºC/ 113 ºF 

INSTALLATION DIAGRAM
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M6.00 X 1.00
[0.236 X 0.039]

 11.41
[0.449]

Mounting Area
(Suggest to use M6 [0.236] Drill Bit to drill the hole)  

M6 Screw Nuts

Connect to 12V power source  
(Black Wire = -ve, Red Wire = +ve)

1040±15.00
[40.945±0.591]

2.00
[0.079]

6mm/ No lens/ Aluminum Housing
VERSION:

①

②

Technical Information (Per module):
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All dimensions in millimeters [Inches] 

Flush Mount LED Bolt 
Part No: 2433
Color:: Warm White 
Style:: Aluminum (1W) 
Diameter:: 6 mm
Lens:: No Lens H
Housing Color:: Silver



FRONT VIEW

Ø15.00
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SIDE VIEW

A

ISOMETRIC VIEW
Maximum Power Consumption: 37  mA (0.5W)

Net Weight: 18.5g

INSTALLATION DIAGRAM

 (Black Wire = -ve, Red Wire = +ve)

M11 Screw Nuts

Mounting Area
(Suggest to use M11 [0.433] Drill Bit to drill the hole)  

Connect to 12V power source  
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PRODUCT NAME:
Flush Mount LED Bolt
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REVISION:
C

Operating Voltage: DC 12V

Heat Dissipation: Below 45 ºC/ 113 ºF 

11mm/ With lens/ Aluminum Housing/ Screw Nuts
VERSION:

Technical Information (Per module):
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All dimensions in millimeters [Inches] 

Flush Mount LED Bolt 
Part No: 2237
Color: Cool White 
Style: Aluminum (1W) 
Diameter: 11 mm
Lens: With Lens
Housing Color:: Silver



FRONT VIEW
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ISOMETRIC VIEW
Maximum Power Consumption: 37  mA (0.5W)

Net Weight: 20g

INSTALLATION DIAGRAM

Mounting Area
(Suggest to use M16 [0.630] Drill Bit to drill the hole)  

Connect to 12V power source  
 (Black Wire = -ve, Red Wire = +ve)

M16 Screw Nuts
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All dimensions in millimeters [Inches] 
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PRODUCT NAME:
Flush Mount LED Bolt
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REVISION:
C

Operating Voltage: DC 12V

Heat Dissipation: Below 45 ºC/ 113 ºF 

16mm/ With lens/ Aluminum Housing/ Screw Nuts
VERSION:

Technical Information (Per module):
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[0.630 X 0.039]
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Flush Mount LED Bolt 
Part No: 2261
Color: Amber 
Style: Aluminum (1W) 
Diameter: 16 mm
Lens: With Lens
Housing Color: Black



Maximum Power Consumption: 70  mA (0.84W)

Net Weight: 31.5g

PRODUCT NAME:
Flush Mount LED Bolt

PAGE:

1 of 1

REVISION:
D

Operating Voltage: DC 12V

Heat Dissipation: Below 45 ºC/ 113 ºF 

11mm/ No lens/ Stainless Steel Housing/ Screw Nuts
VERSION:

Technical Information (Per module):

FRONT VIEW SIDE VIEW

INSTALLATION DIAGRAM

 Ø15
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  M11 x 1.0
[0.433 x 0.039]
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22AWG Marine Grade Cable 
Outer Diameter is Ø3.60 [0.142]

Connect to 12V Power Source  
(Black Wire = -ve, Red Wire = +ve)

M11 Screw Nuts

4.00
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Mounting Area
(Suggest to use M11 [0.433] Drill Bit to drill the hole)  

ISOMETRIC VIEW
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All dimensions in millimeters [Inches] 

Flush Mount LED Bolt 
Part No: 3184
Color: Amber 
Style: Stainless Steel (3W) 
Diameter: 11 mm
Lens: No Lens
Housing Color: Silver




