
1. E26 base for LED bulb,easy to install and replace
2. Permanent flame retardant ASTM E84 Class A
3. The material meet the requirement of EN717-1:2004 standards which are
free of formaldehyde and environment friendly
4. Operation Voltage:AC120-277V,base on bulb spec
5. Power: advise max power not exceed 36W
6. Standard color: outer Grey,white inside. Other color can be customized by
acoustic chip.
7. Efficiency: ≧ 70lm/w (base on bulb spec
8. NRC 0.65

TAPIO ACOUSTIC  PENDANT 

CATEGORY:

Indoor, Suspension

MATERIALS:

PMMA

MATERIALS:

DIMENSION

Type Suspended Size

Model type D H

LL0410SAC-D18H10 17.8"(450mm) 10.0"(250mm)

LL0410SAC-D24H12 24"(610mm) 12.0"(305mm)

LL0410SAC-D30H16 30.3"(770mm) 15.7"(400mm)

Ordering 
Format
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Light

 Distribution
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Configuration

Power CRI CCT
Body Color

(Outer+Inner)
Dimension
(mm/inch)

Dimension
 Code

LL0410

Blank  down S suspended
AC Acoustic with 
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D17.8"*H10.0")

S

 D24H12
(D610*H305mm/
D24"*H12.0")

M

 D30H16
(D770*H400mm/
D30.3"*H15.7")

L

Acoustic 
Color

Order 
Example:

LL0410SAC-122-105-D18H10

Certificate UL1598 / UL8750 / LM80 / EN62471

991 South Gull Lake Dr 

Richland, MI 49083 

USA

sales@gordonbullard.com 

www.byiba.com

1-877-964-4646
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