
ZELDA LINE PENDANT

CATEGORY:

Indoor, Suspension, Damp Location

MATERIALS: 

Acoustic PET felt, aluminum

aluminumFEATURES:

-3 sizes to choose.
-Available in acoustic with light or acoustic only (no light)
-Available in direct or direct and indirect light distribution
-Operation Voltage: AC120-277V, 0-10v dimming and non-dimmable
for optional
-38 acoustic felt colors for optional
-Efficiency: ≧105lm/w
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Type Suspended - Down Size

Model No.

DIMENSION
TOTAL 
WATT

DIRECT 
LUMEN/WATT

/

W H L
Dimension

code

LL0189H1S-1200 2.1" (53mm) 7.4" (188mm) 47.2" (1200mm) H1 40W 4200/40W /

LL0189H2S-1200 2.1" (53mm) 11.4" (288mm) 47.2" (1200mm) H2 40W 4200/40W /

LL0189H3S-1200 2.1" (53mm) 15.3" (388mm) 47.2" (1200mm) H3 40W 4200/40W /

Type Suspended - Up and Down Size

Model No.

DIMENSION
TOTAL 
WATT

DIRECT 
LUMEN/WATT

INDIRECT 
LUMEN/WATT

W H L
Dimension

code

LL0189H1UDS-1200 2.1" (53mm) 7.4" (188mm) 47.2" (1200mm) H1 50W 3780/36W 1470/14W

LL0189H2UDS-1200 2.1" (53mm) 11.4" (288mm) 47.2" (1200mm) H2 50W 3780/36W 1470/14W

LL0189H3UDS-1200 2.1" (53mm) 15.3" (388mm) 47.2" (1200mm) H3 50W 3780/36W 1470/14W

Due to the dynamic nature of lighting products and the associated technologies, luminaire data on all sheet sheets is subject to change at the discretion of Gordon Bullard LLC and associated companies. 
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Ordering 
Format

Model No. Height Light
 Distribution Installation Length Power/distribution/

efficasy CRI CCT Control Inner Profile Body Color Acoustic Color

LL0189

H1: 7.4" Blank- Down S Suspended 300--1ft
10W/ft for down 

lighting only, 
105lm/w

80+ 30K 3000K STD Non-dimming SV Silver 
(anodized)

Acoustic Color 
Code

H2: 11.4" UD - Up and 
down 600-2ft

12.5w/ft for up and 
down lighting (up: 
30%, down 70%), 

105lm/w

90+ 35K 3500K DIM 0-10V 
dimmin

g

H3: 15.3" 900-3ft
CPO - Custom 
Power Output
Consult factory

40K 4000K

1200-4ft

1500-5ft

1800-6ft

2400-8ft

Custom-Custom 
Length

Acoustic
 Color 
Code

Order 
Example: LL0189H1S-1200-40W-90-30K-DIM-SV-NSAC-001 141

Light distribution Optical system

Accessories

ZELDA LINE PENDANT
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