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BYiBA CASSIOPEA LARGE

L I G H T
o 025.37 3revio
'=c)
— MADE IN ITALY
GU10
GU10  GU1D GU10
IE MAX 5W  MAX 35W  MAX 20W IP 20
110-120 V~ 50/60Hz

Terminal block is not included. For the installation
qualified persennel may be required. (we recommend
CABIT V35 2P / STEAB 5590)
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2446 12.40' 9.65" 118" 4184 6.50" X7 68" 1.38" 8935H 984" % 9.04" T8

2417 433"x 1437" 315" 4186 6.50" x 7.68" 1.38" 89351 1220" x 1220" 118"

4170 6.89" x 886" 2.95" 4199 492" x 6.30" 2.56" 8935L 787" % 787" 177"

4174 610°X6.10" | 5.12" :::: 1310472 X;[—jg? ‘;;i 8935N | 787 %767 177"

4175 7.48" x 748" 4.33" e 3 " v m

4176 4.92"x 492" 3.35" 4216 807" x8.07" 374" 2446B _ |13.39"x16.14 118

4176B 787" x 492" 335" 4275 492" x 492" 3.15"

Fihel 610" X 6.10° 512" 4276 492" x4 90" 315"

4178 6.10" x 6.10" 6.10" 4277 492" x4.92" 3.15"

4179 610" X 610" 3.74" 4278 4.92"x4.92" 3.15"

4180 610" X 610" 4.33" 4280 492" x 499" 315"

4180A 925" X 610" 6.10" 4281 4.92"x4.92" 236"

4180B 1161 x6.10" 6.10" 8919 7.87"x 7.87" 295"

4181 492" x 492" 3.15" 89356 965" X 965" 118"

4183 728" X728 492 p.2
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IMPORTANT

To ensure equipment safety you must carefully follow the instructions below. This leaflet must be kept handy by persennel entrusted with all ordinary and extraordinary
maintenance.

Before any installation or maintenance operation on the bulb, make sure it is disconnected from power

Fit the correct bulbs, according to the type and power indicated on the lamp data label.

Make sure the lamp technical features are compatible with the use you are going to make of it.

Should you have any doubt, refer to the dealer or ask an electrician.

When connecting to the mains, fallow the correct colour code far power cables: (N) blue, (L) brown or black and, only far class | equipment, (T)yellow/green.
When lamps are to be fitted to the wall directly through their ceramic parts, fasten the fixing screws lightl, to aveid breaking the ceramic.

To clean the lamp on the outside, use a soft cloth, possibly wet. Do not use solvents or abrasive products. No liquid must get in contact with the lamp interior parts.
De not touch the equipment with dirty hands.

l{ W = Class | equipment, must be connected te an earth terminal.
s

@ = Double insulated lamp, does not need earthing.

=
/!/ = Electrical equipment in class lll, electrical safety guaranteed by low voltage tension, does not require grounding

(] mg = Minimum distance to be observed from all lit up objects.
o
-9 = Replace immediately the safety glass, if damaged, with the original part.
Rt~
gt = The lamp uses low pressure bulbs, and needs no protection glass.
E = The equipment at the end of its life must be collected separately from other waste.
—
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